Diamond DA 62

PREPARATION

Essence, Oxygen, De-Ice Fluide et

inspection

Door = CLOSE
BEFORE START
Parking Brake
Fuel Selector = ON
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Fuel Selector Safety = ENABLE < 7

Alternator = ON
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Battery (Elec. Master) = ON @

Strobe Light = ON

START LEFT, puis RIGHT
Engine Master = ON

&

]

Wait ENG. GL= EXTINGUISH (O]

PRESS Start = UNTIL ON

BEFORE TAXI

Pitot Heat = ON
Avionic = ON

Lights : AS REQUIRED
BARO = SET

Trim = SET
Annunciator = CHECK

BEFORE TAKEOFF
Engine Test :

- Voter ECU A = TEST*
- Voter ECU B = TEST*

(*Tenir bouton-droit souris)
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TAKEOFF
Fuel Pump = ON

Flaps = T/O ou UP

Rotate = 78 Kis ou 80 Kits
Climb = 85 Kts ou 90 Kts
GEAR = UP (Apply Brake)
Fuel Pump = OFF

Enroule Climb = 96 Kts
Yam Damper = ON
CRUISE

Power = 75% a 95%

Aux. Fuel = ON and Check
Defrost = AS REQUIRED
De-lce = AS REQUIRED

APPROACH

Yam Damper = OFF
Fuel Pump = ON
Gear = DOWN
Landing Lights = ON
Flats Up = 95 Kits
Flats T/O = 90 Kis
Flats LDG = 85 Kts

AFTER LANDING
Flaps = UP
Fuel Pump = OFF
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Diamond DA 62 (suite)

SHUTDOWN

Defrost = OFF

De-Ice = OFF

Pitot Heat = OFF
Avionic = OFF
Engine Master = OFF
Fuel Selector Safety = DISABLE 7
Fuel Selector = OFF
Lights : OFF
Alternator = OFF
Battery (Elec. Master) = OFF (o )
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