
Phenom 300

PREPARATION CRUISE

Essence et inspection DEICE = AS REQUIRED

BEFORE START

GEN 1 et 2 = AUTO DESCENT

Fuel Pump 1 et 2 = AUTO WSHLD 1 et 2 = ON

Hyd Pump 1 et 2 = OPEN

ELT = ARMED APPROACH

ADS Probes = AUTO Yaw Damper = OFF

Press Mode = AUTO Flaps 2/4 = 120 Kts

ECS = BOTH Flaps 3/4 = 110 Kts

Battery 1 et 2 = ON Final - Flaps 4/4 = 95 Kts

GPU = USE

Emergency Light = ARM AFTER LANDING

XBleed = AUTO Flaps = UP

Seatbelts = ON

START RIGHT, puis LEFT SHUTDOWN

Eng Ignition = AUTO DEICE = OFF

Eng = START, then RUN WSHLD 1 et 2 = OFF

GPU = AVAILABLE ENG. Ignition = OFF

BEFORE TAXI ENG. Start = STOP

Lights = AS REQUIRED XBleed = OFF

TRIM = 9 ou selon CG Seatbelts = OFF

Vérifier message PFD Emergency Light = OFF

TAKEOFF Lights = OFF

Rotate = 115kts Press Mode = MAN

Climb = 2500-3000 fpm ECS = OFF

Gear and Flaps ADS Probes = OFF

Throttle = COND/CLB ELT = OFF

Yaw Damper = ON Hyd Pump 1 et 2 = CLOSE

AP = ON Fuel Pump 1 et 2 = OFF

VS = ON et ajuster GEN 1 et 2 = OFF

NAV pour suivre GPS Battery 1 et 2 = OFF
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